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EDMI Backhaul 

Communications 
Device

Total max distance = 500m

ECD485Accessories

Deploy sub-metering sites and simple metering networks with ease 
using the EDMI MiniHub RS-232 to RS-485 converter. 

1/4 Load RS-485 modules allow for up to 16 devices over 500m of 
wired daisy-chain network, with each meter capable of becoming the 
Network Master and remotely connecting to a backhaul system via 
an integrated EDMI Modem Port redirect connector.

           Low Power Consumption
Compatible with a wide range of EDMI electricity 
meters.

           Communications Expansion
Add long-range wired RS-485 daisy-chain 
communications to any EDMI electricity 
meter.

            Simple Sub-Metering
Integrated EDMI Modem-Port redirect allows 
any meter to become the RS-485 Network 
Master Node.

           Increased Node Count
1/4 Load RS-485 module allows for up to 16 
devices per network without the use of a 
repeater.

Key Features

16



Electrical Supply voltage: 6V - 20V DC
Power consumption (typical): 0.18W

Interface RJ45 data cable connector x 3
  - RS-232 “MODEM” x 1
  - RS-485 “SCADA” x 2
Dual RS-232 Micro-Fit™ 8-pin data cable connector x 1
2-wire RS-485 screw terminal
3 x indicator LEDs - Power, TX, RX
Switch-activated bus termination

Data Rate (max.) 19200 bps

Environmental Specified operating range: -40oC to +75oC
Storage range limit: -40oC to +80oC

Standards and Compliance
RCM Certified
Suitable for sale in Australia and New Zealand

Minihub Top View Minihub Bottom View

RS-232 “MODEM”
RJ45 Connector

Dual RS-232 
Micro-Fit™ 8-pin
Data Cable Connector

Specifications

Minihub Front View

Communications 
Range

500m total distance without a repeater

Dimensions

Weight: 46.5g

24mm (D) 60mm (L)

53mm (W)

Minihub Left View

Switch-Activated  
     Port Select

RX/TX
LED Indicators

Module 
Power LED 
Indicator

RS-485 “SCADA”
RJ45 Connectors

2-wire RS-485 
Screw Terminal

RS-485 1/4 standard load, up to 16 devices per string without a 
repeater

RoHS Compliant
Restriction of Hazardous Substances directive compliant

CE Certified
Suitable for sale in the European Economic Area
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EDMI PHILIPPINES INC
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sales-chinaSZ@edmi-meters.com

Room 1111, Tower A
Cao He Jing High Tech Building
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JAPAN 
(TOKYO)

EDMI JAPAN CO, LTD

(81) 3 3445 2033
sales-japan@edmi-meters.com

(formerly Wallaby Metering Systems 
Pvt Ltd.)
M-3, 9th Street
Dr. VSI Estate, Thiruvanmiyur
600041 Chennai, India

INDIA 
(CHENNAI)

EDMI INDIA PVT. LTD.

(91) 44 4225 1600
sales-india@edmi-meters.com

61/1 Pattanakarn Road,
Soi 54 Suan Luang
Bangkok 10250, Thailand

THAILAND 
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EDMI (THAILAND) LIMITED

(66) 2 320 0462
sales-thailand@edmi-meters.com

Floor No. 10,
137 Le Quang Dinh Street,
Binh Thanh District,
Ho Chi Minh City, Vietnam
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Australia 4006
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EDMI PTY LTD

(61) 7 3881 6466
sales-australia@edmi-meters.com

7 Fowler Road
Dandenong South, Victoria
3175, Australia

AUSTRALIA 
(MELBOURNE)

EDMI GAS PTY LTD

(61) 3 9794 6000
gassales-australia@edmi-meters.com

Northumberland House
1 Gosforth Park Avenue, Gosforth Business 
Park, Newcastle upon Tyne
NE12 8EG, United Kingdom
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EDMI EUROPE LIMITED

(44) 191 580 5172
sales-europe@edmi-meters.com

Level 1, 181 Wakefield St
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New Zealand 
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EDMI NZ LTD

(64) 4 801 4700
sales-newzealand@edmi-meters.com
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Bogota, Colombia
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EDMI LATIN AMERICA SAS
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